Euro price without VAT included.

77228Q

Unbreakable Vice Swivel Base o

« rotating base with fixing screws
* coating: painted

* ribbed jaws, treated

« forged steel shaft and handle
WARNING! Anvil is only used for
precision work

7722

Cast Iron Cylindrical Vice Plus

* made of high quality cast iron

« forged carbon steel jaws, interchangeable
* coating: paint

* easy operation

WARNING! Anvil is only used for

precision work

"=

unbreakable precision work

S.G. iron body

forged steel shaft
and handle

mounting holes on the bench

B W S C d2 DI H dl axb @ Se

M16-80 80 80 235 50 103 10 95 106 8 38x25 3800  56.99 1111 { B A C Dmax L a b A <
M16-100 100 100 275 55 112 10 96 111 8 40x28 4800 69.33 900503 80 120 55 100 225 52 40 5900 66.12
M16-125 125 125 350 72 140 11 125 145 10 56x26 8400 89.54 900504 100 155 63 115 292 81 51 9500 92.75
M16-150 150 150 390 90 165 12 146 173 10 70x38 11600 130.76 900505 125 170 71 160 325 93 58 13900  123.84
M16-200 200 200 470 90 170 12 147 180 10 75x48 18000 172.63 900506 150 195 85 175 370 116 66 22000 174.01
M16-250 250 250 565 116 190 13 285 240 14 98x75 37000 281.66 900507 200 205 88 215 440 147 83 29000  235.87

7722.1

Swivel base for vice 7722

forged carbon steel jaws + housing from gray iron casting
* material other parts: special tool steel
« swivel base can be rotated for 360°
anvil for

base locking
bolt

900508 80 3800 20.29
900509 100 4800 21.10
900510 125 8400 25.38
900511 150 11600 26.81
900512 200 18000 28.73

swivel base
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