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Modell RSF01Creeper  
foldable, model RSF01
Item no.: 8951089021

•	Load-bearing capacity 90 kg
•	Height: 480 mm
•	Width: 450 mm

2-in-1: Assembly roller board and sliding seat 
for various working heights.  
Comfortably padded, 
easy to clean 
surfaces.

Creeper 
Model RSF02
Item no.: 8951089020

•	Only weights 4.8 kg
•	Cut-out arm area for more freedom 

of movement

Low roller board: 115 mm

Bottle jackJack Stands
The UBZ range of safety stands is a must 
for every workshop when working on raised 
vehicles 

The hydraulic jacks of the Rodcraft MGN range can be used 
universally in the workshop and in the breakdown service

•	  �Compact hydraulic jack with hand pump
•	Stable welded construction and high stability due to 

the large base plate 
•	Maximum durability and resilience through double 

piston guide
•	Safety valve to protect against overload.
•	Can be used vertically or horizontally

Model UBZ-2 UBZ-3 UBZ-6
Item number 8951000027 8951000028 8951000029

Load capacity 2 t 3 t 6 t

Min. height 280 mm 300 mm 400 mm

Max. height 425 mm 455 mm 620 mm

Stroke 145 mm 155 mm 220 mm

Weight 2.5 kg 3 kg 5 kg

Model MGN2 MGN5 MGN12 MGN20 MGN30
Item number 8951000009 8951000011 8951000013 8951000014 8951000015

Load capacity 2 t 5 t 12 t 20 t 30 t

Min. height 178 mm 198 mm 176 mm 182 mm 280 mm

Max. height 347 mm 390 mm 347 mm 308 mm 445 mm

Stroke 169 mm 192 mm 171 mm 126 mm 165 mm

Weight 2.4 kg 3.8 kg 7.33 kg 9.1 kg 18.3 kg
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Model RH136 RH151 RH201 RH251 RH216

Item number 8951000411 8951000051 8951000003 8951082024 8951000388

Load capacity up to 1.5 t 1.5 t 2 t 2 t 2.5 t

Weight 14.3 kg 48.8 kg 20.5 kg 58 kg 32 kg

Min./max height 90 / 358 mm 78 / 540 mm 85 / 460 mm 135 / 800 mm 75 / 500 mm

Chassis length 485 mm 920 mm 695 mm 1,340 mm 685 mm

Model RH290 RH301 RH316 RH501

Item number 8951082031 8951082032 8951000458 8951082050

Load capacity 3 t 3 t 3 t 5 t

Weight 41.5 kg 70 kg 41 kg 95 kg

Min./max. height 145 / 490 mm 114 / 605 mm 95 / 520 mm 150 / 680 mm

Chassis length 650 mm 1320 mm 734 mm 1420 mm

Trolley jacks

Up to 2.5 tons 
load capacity

3 to 5 tons  
load capacity

NEW*

* �RH316 replaces model RH315
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Air-hydraulic jack  
up to 20 t

Air-hydraulic jack  
up to 30 t

Hydraulic  
jack up to 30 t

Low compressed air requirement (300 l/min) 
for connection to truck braking system (only 
7-10 bar required)

Low profile and large lift. Faster and easier lifting 
– controlled via the valve on the hose: integrated 
pneumatically driven hydraulic pump without 
pumping by hand

Model LHH22
Item no.: 8951084201

Load capacity: 20 t
Weight: 49 kg 
Min./max. height: 
 210/435 mm
Chassis length: 430 mm

Model LHH35
Item no.: 8951084350

Load capacity: 30 t
Weight: 54.4 kg 
Min./max. height:  
255/488 mm
Chassis length: 610 mm

Ideal for trucks and buses thanks to 
the high lifting capacity. Quick and 
easy control via the handle. Low 
profile, easy to maneuver.

Ideal for trucks and buses thanks to the 
high lifting capacity. Stable frame, easy 
maneuvering.

Model ATJ30-2
Item no.: 8951000269

Model ATJ50-3
Item no.: 8951000270

Load capacity: 30 t
Weight: 38 kg
Min./max. height:  
150 mm / 409 mm
Chassis length: 326 mm

Load capacity: 50 t
Weight: 73 kg
Min./max. height:  
160 mm / 472 mm
Chassis length: 555 mm

Wheel dollies 
Model RHW1
Item no.: 8951089091

Wheel dollies 
Model RG600
Item no.: 8951089045

•	Assembly aid for various wheel types/wheel sizes
•	Adjustable support arms (29-62 cm)
•	Hand lever with adjustable length (3 positions)
•	Stop rollers for rim
•	Max. load 250 kg

• �For tires up to 300 mm wide and with  
a maximum diameter of 650 mm 

• �Low weight of the gripper at only 18 kg

Maximum load capacity 600 kg

Air-hydraulic jacks

Hydraulic  
jack up to 50 t


